
 

 

 

ASSEMBLY MANUAL 
  USE AND MAINTENANCE 

 
 

 
 

PRODUCT: DRY PAINTING BOOTH  

MODEL: CWI-SB2AE 

SERIAL NUMBER:  

CONFIGURATION: WITH ACTIVE CARBON / UL CSA  

VOLTAGE: 220 V – 60 HZ / SINGLE PHASE 

TOTAL POWER:  1,5 kW 

YEAR OF CONSTRUCTION: 2025 
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N.B.: BEFORE PROCEEDING WITH THE INSTALLATION AND COMMISSIONING OF THE MACHINE,  

CAREFULLY READ THE PART RELATING TO THE SAFETY REGULATIONS.  
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GRAPHIC SYMBOLS USED 

While reading this manual, you will encounter various types of la symbology 

whose correct interpretation is reported below. 

 

 
  

 

PRESCRIPTION SIGNAL 

It is absolutely MANDATORY to carry out the operations and / or maintain the 

behaviors indicated by this signal. 

 

  

 

PROHIBITION SIGNAL 

It is absolutely FORBIDDEN to carry out the operations and / or behave in the 

manner indicated by this signal. 

 

  

 

DANGER SIGNAL  

Indicates an operation or behavior that could cause damage to things or people. 

 

  

 

INFORMATION 

Indicates information of particular importance that must be read carefully. 
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2. PRODUCT IDENTIFICATION DATA 
 

 

An identification plate is affixed to the machine, showing the name, the manufacturer's address 

and the main data of the machine. 

Furthermore, the “CE” marking appears indelibly on the plate. 

 

 

 

It is absolutely forbidden to remove, modify, move the “CE Marking” plate and / or 

exchange it with plates from other machines, even if of the same model, which may be 

present at the Buyer (2). 

 

If the “CE Marking” plate is accidentally damaged or detached from the machine, the Purchaser 

cannot restore the plate: he must inform the Manufacturer in a timely manner. 

 

(2) - The term "Buyer" means the physical or legal person who is in possession of the machine 

and / or who has its effective use 

 CONTACT MANUFACTURER:  
CWI Woodworking Technologies 
1967 St. Matthews Avenue 
Winnipeg, MB  R3H 0J1  Canada 
204.786.3196 Ext. 5 | sales@cwimachinery.com | www.cwimachinery.com 
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2.1 HANDLING OF THE PACKED MACHINE 

 

The packaged machine must be handled with suitable equipment such as: forklift, overhead crane, 

transpallet, etc. (see fig. 1). 

All materials used for packaging must be disposed of in accordance with the current regulations of 

the place of destination. 
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3. SAFETY WARNINGS 

 

Before carrying out the assembly and installation operations of the product, it is 

important to carefully follow the technical instructions contained in this manual and follow 

all the instructions given. This manual must be kept in a place that is accessible and known to all 

operators and maintenance personnel. 

 

Before operating the machine, read the instructions very carefully and follow the instructions given 

in the Manual which, however, does not replace the experience and professionalism of the 

operator, neither as regards the conditions of use, nor as regards the evaluation risk management 

and accident prevention. 

 

The responsibility for the careful and scrupulous application of the safety requirements lies with 

the Safety Manager at the Purchaser. The latter must ensure that the personnel assigned to use 

the machine are qualified to perform the required activity, aware of the requirements contained in 

this manual and the general safety standards. 

 

 

 

Do not employ unskilled personnel. 

 

 

 

 

 

It should be noted that the definition of SPECIALIZED PERSONNEL is intended to refer to personnel 

who have acquired experience in the use, installation, commissioning, adjustment, maintenance of 

the machine. 
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4. INTRODUCTION 

This "Assembly, use and maintenance manual" was created according to the indications of 

Directives 98/37 / CE and UNI EN ISO 12100-1: 2005, UNI EN 12215: 2005 

 

       The manual is addressed to the person in charge or to the personnel assigned to the 

assembly, use and maintenance of the product. 

 

       The assembly, use and maintenance instructions consist of a set of communication tools, i.e. 

texts, signals, symbols and images, with the aim of transferring to the user all the information 

necessary to ensure correct assembly and use of the machine. 

 

These instructions are intended to: 

 

 

 Describe the product providing its main features and illustrating the operating 

principles; 

 To serve as a guide in the assembly and commissioning phase; 

 Prescribe maintenance operations to be carried out periodically in order to ensure 

continuity and safety of operation; 

 Provide technicians, operators and maintenance personnel with the instructions, 

information and warnings necessary for carrying out their work in conditions of 

maximum safety; 

 Allowing to keep the machine in a good state of conservation and efficiency, reducing 

its degradation. 

 

 

However, the Manual cannot replace and / or constitute specific training for non-professional 

personnel.  
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5. DESCRIPTION 

The painting booth of this type is suitable for the suction and abatement of pigments and fumes 

emitted by spray painting performed with synthetic, organic or water solvents. Built in modular 

panels of press-folded galvanized sheet metal. The main feature of these booths is the use of a 

centrifugal fan, which creates depression and forces the polluted air to pass through the filter 

system: 

Level 1: Inertial cardboard filter type “Andreae”; Level 2: The “Paint-Stop” filter. 

 

The "Paint-stop" filter, a highly resistant and progressive density glass fiber, has very low pressure 

drops and, consequently, does not require the installation of high power, thus guaranteeing 

significant energy savings. The filtering system thus created allows a high accumulation of dust 

and is able to significantly reduce harmful emissions into the atmosphere, below the limit values. 

The spray booth is modular in construction, which drastically reduces purchase and maintenance 

costs and, due to its rationality, allows easy installation. 

 

 

EQUIPMENT: 
 
 

✓ Anti-sparking centrifugal fan with IE2 

energy-saving electric motor IE2 

✓ "Andreae" type inertial cardboard front 

filters 

✓ Paint stop filter 

 

✓ Emergency button 

✓ Section change 

✓ Electric panel IP 55 
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6.SAFETY ZONE 
 

Persons unrelated to processing cannot exceed the minimum safety distance of 3 
meters. 
 

 
 
 
 

 
 

 
                                                                               

 

 
                                                         

                                              

 

                                                                    

3 MT 



 

CWI WOODWORKING TECHNOLOGIES 
1967 ST MATTHEWS AVENUE, WINNIPEG, MB  R3H 0J1  CANADA 

Tel. 204-786-3196 ext. 5 | sales@cwimachinery.com | www.cwimachinery.com  
 
 

 

 

     pag. 10 

 

7.TECHNICAL CHARACTERISTICS 

 

 Unit ALFA2A 

Useful width (A) mm 2000 

Overall width (B) mm 2450 

Useful depth (C) mm 700 

Total depth (D) mm 1540 

Total height (H) mm 3250 

Electro-aspirator power kW 1,5 

Nominal air flow m3/h 8000 

Outlet pipe diameter mm 400 

Development of inertial cardboard filters m2 3,6 

Development “Paint-stop” filter m2 1,3 

Led Lighting power watt - 

Noise Level dB 77 

Electrical system class IP IP 55 

Electrical characteristics: Single Phase + Neutral V - Hz 220/60 

 

N.B.: THE VALUES SHOWN IN THE TABLE ARE NOMINAL VALUES COMMUNICATED TO US BY THE VARIOUS 

MANUFACTURERS. 
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8. DIMENSIONS DIAGRAM 
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9. ASSEMBLY OF THE CABIN 
 
To assemble the cabin, use suitable means such as: forklift, overhead crane, crane, etc. 

 

It is important to leave a space around the cabin in order to work properly, for external cleaning 

and inspection of the cabin itself. 

 

Assemble the pre-assembled components following the progressive numerical sequence 

indicated. 
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 FRONT VIEW  

SEQ CODE QTY 

1 B.01 2 

2 B.14 1 

3 B.15 1 

4 C.70 1 

5 A.02 1 

6 C.40 1 

7 C.50 1 

8 D.16 1 

9 C.10 / 

10 D.02 1 

11 C.60 1 
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BACK VIEW 
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SEQ. CODE QUANTITY 

1 D.10 4 

2 D.11 1 

3 D.12 1 

4 D.14 1 
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SEQ. CODE QUANTITY 

1 P.07 1 

2 19.003 1 

3 B.03 2 

4 F.02 1 

5 01.024V 1 

6 01.025V 1 

7 F.12 1 

9 H.03 1 

10 UN.01 2 
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SEQ. CODE QTY 

1 C.20 / 

2 CA.03 2 
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10. CONNECTION WARNINGS 

Connect the extractor cable and the ceiling light cable to the painting booth panel according 

to the wiring diagram. 
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Before connecting the machine to the 

power supply, check that the voltage and frequency of the power supply network 

correspond to that indicated on the plate. The following variations are allowed: 

 

 

±10% for tension 

±1% for frequency 

 

 

Verify that the power outlet is grounded. 

 

The power supply of the electrical panel must be carried out by specialized personnel. 

 

 

 

Check the direction of rotation of the extractor fan (according to the indications given on 

the motor). In case of wrong rotation, invert the phases. 

 

 

 

The Manufacturer requires that the machine's power supply line be equipped, upstream of 

the machine itself, with protection, by means of a differential switch, coordinated with the general 

ground system, in accordance with local and national legislation in force. 

 

 

Check that the Machine guards are present and fitted before starting the Machine. 

 

 

 

 

Do not remove the protections while using the machine.  
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12.MAINTENANCE 

Maintenance operations depend on the type of 

environment and the type of paint used. 

 

For all types of maintenance it is mandatory to use 

gloves, goggles and a protective mask and must be carried out by specialized personnel. 

 

Before any maintenance work, make sure that the machine is isolated from the power 

supply. Failure to comply with this warning is the full responsibility of the user. 

 

 

Periodically check the clogging of the filters and replace them according to the relevant table 

below: 

 

 

TYPE OF FILTER 
ORDINARY 

CLEANING 
REPLACEMENT 

Cardboard filter Every 40 hours 200 about hours 

“Paint-stop” filter Every 40 hours 400 about hours 

 

 

 

 

In case of replacement of the cardboard inertial filter, make sure that it is placed in its 

guides and check its good extension. 

 

 

NOTE: the state of the filters remains efficient as long as the structural characteristics are 

unchanged, otherwise they must be replaced. 
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INERTIAL CARDBOARD FILTER 

 

The cardboard filter employs the principle of inertial separation. The air flow charged with the 

particles to be eliminated undergoes many and continuous changes of direction. Due to inertia, the 

paint particles, heavier than air, are deposited in the filter containment pockets which will be 

saturated only when these bags are completely full of paint. The inertial filters have self-cleaning 

openings that allow the passage of large volumes of air with little pressure drop and allow to 

regulate the air flow. 

 

 

Crossing speed, m/sec . . . . . . . . . . .  . . . . . . . . . 0,3-0,75 

Thickness, mm . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .65  

Height of the filter, mm  . . . . . . . . . . . . . . . .  . . . . . . . .900 

Initial pressure drop, Pa  . . . . . . . . . . . . . . . . . . . . . . . . 30 

Maximum operating temperature, °C . . . . . . . . . . . . . .180 

Average gravimetric arrest, % . . . . . . . . . . . . . . . . .90 - 98 

Classification (EN 779) . . . . . . . . . . . . . . . . . . . . . . . . . G4 

Behavior to flame (U.L.2-697A) . . . . . . . . . . . . . . . . . . . . 2  
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“PAIN-STOP” FILTER 

 

The "pain-stop" filter is made of glass fibers, primed with synthetic resins and distributed with 
progressive density in the direction of the air flow. 

It has good resistance to temperatures and great dust accumulation capacity, particularly suitable 
for the collection of excess paint (over-spray). It is used in metal frames. 

 

 

 

Product density, gr/m2  . . . . . . . . . . . . . . . .  250 

Thickness, mm  . . . . . . . . . . . . . . . . . . . . . . . .50 

Initial pressure drop, Pa . . . . . . . . . . . . . . . . . 30 

Maximum operating temperature, °C . . . . . . 120 

Average gravametric arrest, % . . . . . . . . . . .  87 

Classification (EN 779) . . . . . . . . . . . . . . . . . G3 

   Behavior to flame (DIN 53438).. . . . . . . . . . . .F1 

 

 

 

 

 

 

 

 



 

CWI WOODWORKING TECHNOLOGIES 
1967 ST MATTHEWS AVENUE, WINNIPEG, MB  R3H 0J1  CANADA 

Tel. 204-786-3196 ext. 5 | sales@cwimachinery.com | www.cwimachinery.com  
 
 

 

 

     pag. 24 

 

     ACTIVATED CARBON FILTERS    (Optional) 

 
The cells with activated carbon are used for the absorption of volatile pollutants and odors 

present in the air to be treated. The frame is made of galvanized sheet metal with the meshes of 

galvanized expanded metal containing the activated carbon in small cylinders. The air passing 

through the activated carbon wall deposits the volatile substances it contains. 

 

 
 
Dimensions, mm  . . . . . . .  1620 x 500 

Thickness, mm . . . . . . . . . . . . . . . . 30 

Quantity, kg . . . . . . . . . . . . . . . . . . .18 

 
 
       

Activated carbons are chemically inert industrial products, essentially composed of carbon, with a 

highly developed porous structure. They have a very large internal surface which gives the 

product a very high absorption power against a large variety of substances. 

 
 
 
 
Diameter of cylinders, mm . . . . . . . . . . 3,8 

Relative density, kg/m3 . . . . . . . . . . . . 550 

Bagging humidity, % . . . . . . . . . . . . . . . . 2 

Air speed, m/sec . . . . . . . . .  . . . . . 0,3-0,5 

  Pressure loss, kpas/m . . . . . . . . . 1,5 – 2,1 
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13.WARRANTY 

CWI WOODWORKING TECHNOLOGIES guarantees that the products it manufactures are built 

according to quality criteria. The warranty is 12 (twelve) months and 2000 hours of operation. The customer 

is only entitled to the replacement of defective parts. Damages resulting from falls, tampering or incorrect 

operation and non-compliance with the maintenance rules indicated in the instruction manuals are excluded 

from the warranty. The warranty is limited to the replacement of defective components and does not include 

shipping costs and expenses incurred for intervention. No compensation is due for any inactivity of the 

product. The guarantee is not valid if the payment conditions have not been respected. 

 

 

LIMITATION OF LIABILITY 

 

CWI WOODWORKING TECHNOLOGIES  disclaims any responsibility 

resulting from accidents resulting from: 

 

✓ improper use of the machine by untrained personnel 

✓ use beyond the permitted limits 

✓ incorrect installation 

✓ serious deficiencies in maintenance 

✓ modifications to the on-board systems 

✓ removal of safety devices 

✓ partial or total non-compliance with the instructions 
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14. DEMOLITION AND DISPOSAL 

At the end of the product's life cycle, it must be dismantled and 

the various parts and components disposed of. 

During this phase it is necessary to observe all the legal 

provisions in force in the country of use of the CdL. 

Before proceeding with the dismantling, disconnect all power 

supplies and drain any tanks. 

Furthermore, remember to consider special materials and therefore to dispose of them as such, 

the following: 

- various filters 

- electrical material (for example: cables, motors, etc.) 

- plastic and synthetic material (for example: components, systems, etc.) 

 

Handle the disassembled parts with care and attention. 

The personnel in charge must wear protective clothing (overalls, safety shoes, gloves, helmet, 

mask, protective goggles).                                                                                                                                                                                                              

 

 

 

It is absolutely mandatory not to destroy 

the machine's CE marking plates. 

 

 

 

 

CWI WOODWORKING TECHNOLOGIES reserves the right to make technical or 

dimensional changes without notice. 
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EC DECLARATION OF CONFORMITY 
 

2006/42/CE (Enc.II, part A) 
 

The undersigned representative of the following company 
 

Manufacturer CWI WOODWORKING TECHNOLOGIES 

Address 1967 ST. MATTHEWS AVENUE, WINNIPEG, MB R3H 0J1 

Has appointed a person authorised to prepare and retain the technical file 
 

Name and surname Antonino Amato 

Conservation Address Via Luciano Lama, 14 - 47924 Rimini (RN) ITALIA 

The manufacturer declares below that the following machine 
 

Generic Commercial Name DRY PAINTING BOOTH 

Role Elimination of paint fumes 

Model CWI-SB2AE 

Serial Number  

Year of construction 2025 

 

Conforms to all the pertinent regulation provided by the following Community directives (including all applicable modifications) 
 

DIReTTIVe COMUNITARIe - Community Directive - Directive Communautaire 

Direttiva Macchine - Machinery Directive - Directive Machines 2006/42/CE 

Direttiva bassa tensione - Low tension directive - Directive basse tension 2014/35/CE 

Sicurezza del macchinario - Safety of machinery - Sécurité des machines EN ISO 12100:2010 

Sicurezza del macchinario - Safety of machinery - Sécurité des machines EN60204-1 

Compatibilità elettromagnetica - Electromagnetic compliance - Conformité électromagnétique 2014/30/EU 

NORME ARMONIZZATE - Harmonized Normative - Normatives Harmonisées 

Equipaggiamenti elettrici - Electrical equipment of machines - Équipement électrique EN60204-1 

Quadri elettrici - Electric Boards - Tableaux électriques CEI EN 61439 -1 (CEI 17 -113) 

Sicurezza - Safety of machinery - Sécurité des machines UNI EN ISO 12100:2010 

NORME NAZIONALI - National Normatives - Normes Nationales 

Prevenzione infortuni - Safety of machinery - Accident preventions D.L.GS.81 -08 del 09 -4 -2008 

 

ATTENZIONE – ATTENTION – ATTENTION 
Leggere attentamente le istruzioni di uso e manutenzione allegate - Read carefully the enclosure operating the maintenance 

instruction - Lisez soigneusement les indications de manutention et installation 
 

RIMINI (ITALY), ........................ 18/06/2025............ (date). ............................................................................ (firma) 
ANTONINO AMATO - AMMINISTRATORe UNICO 

(COMPLETE NAME AND IDENTIFICATION OF THE PERSON WITH POWER TO SIGN ON BEHALF OF ALFARIMINI SRL OR ITS REPRESENTATIVE.) 
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MAINTENANCE SHEET 
 

 

MODEL CWI-SB2AE YEAR 2025 

SERIAL NUMBER  SUPPLIER 
 

TELEPHONE HELP DESK 
 

MAINTENANCE MANAGER 
 

 

DATE OF REPORT TYPE DATE OF INTERVENTION DESCRIPTION OF THE WORK SIGN 
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MAINTENANCE SHEET 
 

 

MODEL CWI-SB2AE YEAR 2025 

SERIAL NUMBER  SUPPLIER 
 

TELEPHONE HELP DESK 
 

MAINTENANCE MANAGER 
 

 

DATE OF REPORT TYPE DATE OF INTERVENTION DESCRIPTION OF THE WORK SIGN 
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MAINTENANCE SHEET 
 

 

MODEL CWI-SB2AE YEAR 2025 

SERIAL NUMBER  SUPPLIER 
 

TELEPHONE HELP DESK 
 

MAINTENANCE MANAGER 
 

 

DATE OF REPORT TYPE DATE OF INTERVENTION DESCRIPTION OF THE WORK SIGN 
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MAINTENANCE SHEET 
 

 

MODEL CWI-SB2AE YEAR 2025 

SERIAL NUMBER  SUPPLIER 
 

TELEPHONE HELP DESK 
 

MAINTENANCE MANAGER 
 

 

DATE OF REPORT TYPE DATE OF INTERVENTION DESCRIPTION OF THE WORK SIGN 
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